
Key Features

- Better Graphic Quality at lower bit rate
- Faster Encoding and Decoding Speeds

- Provides Crystal Clear Image for both Recording and Live 
   by adapting Cutting-edge Technology Such as H.264, HD MUX & HD-SDI
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• MPEG4 vs H.264 Image at Same Bit Rates• Graphic Quality & Bit Rates • Encoding Speed

- Each Channel Recording in Full HD (1080p, 1080i or 720p)
- HD-SDI Lines: V7400P, V7214P and V7400S

- Full HD 1920x1080p HDMI & VGA Video Output
- Premium Lines : V6000, V5000 and V4000 Series

Delivering 1080p Video over Coaxial Cable Full HD (1080p) Display by HD MUX

• Full HD Image • XGA (1024 x 768) • Full HD (1920 x 1080p)

- 3G Mobile Viewer : iPhone, Android, Blackberry, Symbian, MS Mobile
- Web Client Connection through Internet Explorer

- Multi-monitor Control (Max. 512 Views)
- View Set Customizing & Smart Search

Network Monitoring CMS Pro S/W

• iPhone/Android/Blackberry • Mobile Viewer • Max 512 Channel Views • Smart Search Support

FULLY FEATURED STANDALONE DVR



Model
HD-SDI Line

V7304 V7214H V7204 V7104

Recording Record Rate
1080p, 1080i or 720p 
(Manual Detection), 

Max.30 Frames each Channel

60 FPS at 1080p 30 / 720p 60 
and 420(350) FPS at H.D1

60 FPS at 1080p 30
/ 120 FPS at 720p 60

60 FPS at 720p 60

Video

Input 4 HD-SDI 2 HD-SDI / 14 Analog 4 HD-SDI

Loop Output None 2 HD-SDI / 14 Analog None

HDMI / VGA / BNC Output 1 / 1 / 1 1 / 1 / 1 1 / 1 / 0

Spot None 3 None

Output Resolution From 1024x768 to 1920x1080, User Selectable

Alarm Input / Output 4 In   /   4 Out 16 In   /   16 Out 4 In   /   4 Out

Audio Input / Output 4 In   /   1 Out 16 In   /   1 Out 4 In   /   1 Out

Storage
Internal 4+1 4+1 4+1

External e-SATA x2 (Max. 16TB) e-SATA x2 (Max. 16TB) None

Stream Dual Stream Selectable

Network
Remote User Up to 16 Simultaneously

Monitoring 3G Mobile Viewer (iPhone, Blackberry, Android, Symbian and MS Mobile), CMS, Web Client

Model

Premium Line

V6000 Series V5000 Series V4000 Series

V6004 / V6008 / V6016 V5004 / V5008 / V5016 V4004 / V4008 / V4016

Recording

Record Rate at CIF 240 / 480 (NTSC) 120 / 240 / 480 (NTSC) 120 / 240 / 480 (NTSC)

Record Rate at H.D1 240 / 480 (NTSC) 120 / 240 / 240 (NTSC) 120 / 240 / 240 (NTSC)

Record Rate at Full D1 240 / 480 (NTSC) 120 / 120 / 120 (NTSC) 120 / 120 / 120 (NTSC)

Video

Input 8 / 16CH (Analog) 4 / 8 / 16CH (Analog) 4 / 8 / 16CH (Analog)

Loop Output 8 / 16CH (Analog) 4 / 8 / 16CH (Analog) None

HDMI / VGA / BNC Output 1 / 1 / 1 1 / 1 / 1 1 / 1 / 1

Spot / Multi Spot 3 / 0 3 / 1 (1 / 4 / 9 / 16CH Split) 0 / 1 (1 / 4 / 9 / 16CH Split)

Output Resolution From 1024x768 to 1920x1080, User Selectable

Alarm Input / Output 8 / 16 In   /   8 / 16 Out 4 / 8 / 16 In   /   4 / 8 / 16 Out 4 / 8 / 16 In   /   4 / 8 / 16 Out

Audio Input / Output 8 / 16 In   /   1 Out 4 / 8 / 16 In   /   1 Out 4 In   /   1 Out

Storage
Internal 4+1 4+1 2+1

External e-SATA x2 (Max. 16TB) e-SATA x2 (Max. 16TB) None

Network
Remote User Up to 16 Simultaneously Up to 4 Simultaneously

Monitoring 3G Mobile Viewer (iPhone, Blackberry, Android, Symbian and MS Mobile), CMS, Web Client

Model

Professional Line

S3000 Series H3000 Series H2000 Series

S3004 / S3008 / S3016 H3004 / H3008 / H3016 H2004 / H2008 / H2016

Recording

Record Rate at CIF 120 / 240 / 480 (NTSC) 120 / 240 / 480 (NTSC) 120 / 240 / 480 (NTSC)

Record Rate at H.D1 120 / 120 / 240 (NTSC) 120 / 120 / 240 (NTSC) 120 / 120 / 240 (NTSC)

Record Rate at Full D1 60 / 60 / 120 (NTSC) 60 / 60 / 120 (NTSC) 60 / 60 / 120 (NTSC)

Video

Input 4 / 8 / 16CH (Analog) 4 / 8 / 16CH (Analog) 4 / 8 / 16CH (Analog)

Loop Output 4 / 8 / 16CH (Analog) None None

HDMI / VGA / BNC Output 0 / 1 / 1 0 / 1 / 1 0 / 1 / 1

Spot / Multi Spot 3 / 0 1 / 0 1 / 0

Output Resolution 1024x768 Fixed Resolution

Alarm Input / Output 4 / 8 / 16 In   /   4 / 8 / 16 Out 4 In   /   4 Out 2 In   /   2 Out

Audio Input / Output 4 / 8 / 16 In   /   1 Out 1 In   /   1 Out 1 In   /   1 Out

Storage
Internal 3+1 2+1 1

External None None None

Network
Remote User Up to 4 Simultaneously

Monitoring 3G Mobile Viewer (iPhone, Blackberry, Android, Symbian and MS Mobile), CMS, Web Client

Comparison Table

#. Design and Specifications are Subject to Change Without Notice.


