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 DVR 4K 4096x3112, compatible 3656×2664, 1080p, 720 p 

 Moniteur LCD tactile 10,1" 1280 x 800 pixels avec pare-soleil amovible 

 Format d'mage réglable 16/9° ou 4/3 

 Zoom digital et inversion d'image H & V 

 Stockage vidéo AVI & photo JPEG en 4K sur carte SDXC 256 Go 

 Entrées vidéo analogiques AHD, CVI, TVI, CVBS. Sortie HDMI en 4K 

 Batterie amovible autonomie  10 - 12 heures  



Connecteur Lemo 
Entrées vidéo 
Tous signaux 

Connecteur Aviation 
Entrées vidéo 
Tous signaux 

Pied support de table amovible 



  
  
  
  
Display 

Panel 10" LCD panel 

Resolution 1280*800 (optional 1920*1200) 

screen mode Touch Screen 

Contrast ratio 800:1 

Luminance 800cd/m2 

Aspect Ratio 9:16 or 4:3 

  
Network 

WiFi 802.11b/g/n(customize) 

Ethernet 10M/100M ethernet 

  
  
  
  
Interface 

Card slot TF card max 256GB,(SSD customize) 

USB USB host*1 

LEMO Connector 10 pin within video audio etc 

Aviation Connector 10 pin within video audio led etc 

Power jack DC power input 

Earphone 3.5mm earphone  

  
  
MDVR 

Video Input format 5MP AHD,2K,1080P,720P CVBS 
8MP LVDS and USB 

Record Video Resolution 4K,2K,1080P,720P 

Video compression H.265 

Audio format AAC etc. 

Video Output format 4K (3840x2160px) HDMI output 

  Photo 12MP,8MP,5MP,2MP for option 

  
  
  
  
Special function 

Zoom in/out Photo zoom in/out 

Speak& Listen 2*2W 

Photo Edit Support Photo Edition 

Ratio Switch 9:16 or 4:3 

Working temp 0--40 degree 

Certificates CE, FCC, RoHS 

Language Multi-language 

  
Accessories 

Adapter Adapter, 12V/3A 

User manual yes 

Spécifications 


