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[ SC-04UHDQ ]

• HDMI Ultra HD video input

• HDMI loop-through output (same format as input signal)

• Display high resolution images through high image processing

• Integrated surveillance system available with DVR, NVR or PC due to the 

  4-channel HDMI input of the SC-04UHDQ

• Up to 4 DVR menu control via mouse or keyboard thanks to the integrated 

  KVM function of the SC-04UHDQ

• Auto sequence function

• Trimming function

• Different video output resolutions

  : 3040 x 2160 (25p, 30p), 1920 x 1080 (50i, 60i, 50p, 60p)

• Displays the date, time, the name of each channel, the current status

• RS-422 communication port for external devices

The video splitter SC-04UHDQ (Ultra HD Digital Quad) receives up to 4 channels of 
HDMI Ultra HD (3840 x 2160) signals and displays them in different split modes or 
sequences the video images very clearly. In addition, the remote control is available 
via the RS-422 port. It shows the date, time, name of each channel, specific channel 
loss, etc.

MODEL SC-04UHDQ

Video

Input
HDMI
(4ch)

3840x2160(25p, 30p)
1920x1080(50i, 60i, 50p, 60p)

Output HDMI
3840x2160(25p, 30p)
1920x1080(50p, 60p)

Split Mode 1, 2HS, 2HN, 2VS, 2VF, 2VN, 4B, 4R, 4

OSD
(On Screen Display)

Inserting up to 16 characters
(Alphabet and/or numbers)

External
Interface

MINI USB Firmware upgrade

14P
T. Block

ALARM Input : x4 (8P), Output : x1 (2P)

RS-422 External device connection

Power Input  4P Din Jack, over than DC 12V 1.5A

Power Consumption 12V / 1.05A

Temperature / Humidity 0°C ~ +50°C / 0 ~ 80%

Case body / Weight Steel / 3.5Kg

Dimensions (mm) 430(W) X 44(H) X 350(D)

SC-04UHDQ
KVM function built-in

4CH UHD Video Splitter
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Application Diagram

Features

HDMI
Loop-out

DVR1 OUT DVR2 OUT DVR3 OUT DVR4 OUT

Alarm IN/OUT
RS-422

DVR #4 
(~UHD)

HDMI USB HDMI USB

DVR #1 
(~UHD)

※ KVM USB Port
- Available to control DVR menu
  by a USB keyboard or mouse

HDMI OUTPUT
(~UHD)

SC-04UHDQ

[ Rear ]

Split Mode

2-Split Mode

Full Mode NormalCrop Mode


