Super High Resolution

Able to record 720x480 super high resolution quality picture or standard VGA
quality in real time into SDHC SD card up to 8Gb recording capability

Integrity silde-in design RF Receiver Gear Tamper-Proof Frame Counter

Easy to attache & de-attache slide-In deasign, quick extend the poratble DVR  Watermarked with a counter indication in each frame.The recorded video
w/ RF Audio/Video receiving feature while still remain the mobility charactor.  file is tamper proof, a solid evidence for law enforcement units

High Capacity Battery

Operation and Low-Bat Vibration Alert

Using FUJI NP-120 2200 mA/5V high capacity mini cell-phone type recharge- Equipped tiny-motor to make vibrate alert while Power on/off, recording and
able battery for easy-to-get to extend the power life time low-bat. Enabling more intelligent and concealed operation with no sight

Multiple Recording Mode

Cable and RF Remote Control Capability

Including Manual/Auto/Motion Detect/Schedulefor different scenario-and Optionally equip with the Cable remote controller and RF remote controller

environment use

for various demand and application

4 Standard Accessorié

-

Item Number PVRX-701CK or PVRX-702CK
) -0 ¥.-00 =0
Display 2.4 TFT LCD
+ IR Controller . B |
Frequency Band 1.2 GHz or 2.4 GHz controlle USB Cable
Antenna 3 dbi Detacheable SMA Dipole T
No. Channel 6 CH's @ 1.2GHz / 8 CH's @ 2.4 GHz _ -
Resolution 720x480 Pixels@16~18fps/ AVI - DC 5V Charger - Pouch
640x480 Pixels@25~30fps/ AVI (Default)
320x240 Pixels@25~30fps/ AVI r
Memory Type SDHC protocol SD Card (Supports up to 8GB) M ' r
- X 1 1
Recording Time 40 Minutes/ 1GB SD Card 640X480 .
d © ) - Earphone « 3.7V/2200 mA Li-On Battery
Remote Control Cable controller / RF controller (Optional)
. ﬂ !I ] . u” | 1"u

PC Interface mini USB2.0 ' g i ||] - ﬁ 1]
Output Power Consumption DC 5V@ 250mA MAX & DC12V@130mA MAX ] aE I \ f ,
Date/Time Table YYYY/MM/DD, HH,MM,SS + 2 AV cables to Cam (5V&12V) - AV Cable to TV Monitor
Vibration Alert Power on/off, Recording , Low-Battery .
Power Supply DC 5V / -
Operation Current 850 mA /~
Battery Type DC 3.7V/2200 mA Lithium Battery + 1.2 0r2.4GHz Antenna  + Arm-Band Carrier

Battery Lifetime

140 Minutes

Dimension

105x65x40 mm

Weight

215 g

*Specification & Appearance may be subjected to change without notice



