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CM-3120CH 

• Haute Résolution 540 LTV 

• Taille miniature 20 x 20 mm 

• Faible consommation 50 mA / 12V 

• Bonne sensibilité 0,1 lux @ F/2.5 

• Anti Contre-jour efficace  

Picture

Model No. CM-3120CH CM-3120CHP CM-3120CHP1 CM-3120CHP4

                                                                                                                     (MOQ10pcs)                   (MOQ10pcs)                

Built-in Lens 3.6mm board lens 3.7mm flat pinhole lens 3.7mm cone pinhole lens
3.7mm super cone pinhole

lens

Image Device

Number of Pixels

Sync System

Horizontal Resolution

S/N Ratio

Gamma Characteristic

Minimum Illumination

Electronic Shutter

Video output

Audio output

Lens option

Power Consumption

Operation Temperature

Storage Temperature

Dimension

0.1 lux @ F/2.5

Internal Synchronization

20 x 20 mm Micro Camera CM-3120CH SERIES PRICE LIST

                                    Mai 2010

1/3" Sony Super HAD CCD

                 PAL: (H)752x(V)582

pinhole lens, board lens, wide angle lens, vari-focal lens available

12V±10%DC,50mA

-10℃ ~ + 50℃, RH 95% Max

PAL : 1/50~1/100,000 Sec; NTSC : 1/60~1/100,000 Sec, auto

1Vp-p 75 Oms , Negative

(Option)  300mV at 600 Oms

540 horiz TV Line

More Than 48dB (AGC off)

0.45

- 40℃ ~ + 60℃, RH 95% Max

.
Imported by Opto Vision France

Website: www.optovision.fr     Email: info@optovision.fr

20x20mm  (two internal boards)


